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Other relevant European directives have to be observed. If they require CE marking, it may be affixed 
on the product after preparation of the necessary technical documentation as well as the EU 
declaration of conformity.

TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Holder of Certificate: ZHEJIANG UNIVIEW TECHNOLOGIES CO., 
LTD.
88 Jiangling Road, Xixing Town
Binjiang
310051 Hangzhou
PEOPLE'S REPUBLIC OF CHINA

Product: Camera
IP Camera

This Attestation of Compliance is issued on a voluntary basis and confirms the compliance with the 
listed electrical safety standards for electrical equipment below 50V AC or 75 V DC, which is below 
the voltage limits of the Low Voltage Directive 2014/35/EU. It refers only to the particular sample 
submitted for testing and certification. For details see: www.tuvsud.com/ps-cert

Test report no.: 4842020500801

Date, 2021-08-03

( Bin Li )
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Model(s): IPC815SR-DVPF14, IPC814ER3-DVZ, 
IPC868ER-VF18, IPC868ER-VF18-B, 
IPC815SB-ADF14K-I0,
IPC815SB-xxxxxxxx-yyyyyyyy-zzz,
IPC868ERa-xxxxxxxx-yyyyyyyy-zzz, 
IPC814SRa-xxxxxxxx-yyyyyyyy-zzz, 
IPC815SR-xxxxxxxx-yyyyyyyy-zzz
(‘x’ can be 0-9, A-Z, a-z or blank, 
denoting difference in interface; 
‘y’ can be 0-9, A-Z, a-z or blank, 
denoting performance difference; 
‘z’ can be 0-9, A-Z, a-z or blank, 
denoting target regional; 
‘a’ can be 0-9, A or blank, 
denoting infrared level; ‘-’ is optional)

Parameters:
Rated input:                               IPC868ER-VF18, IPC868ER-VF18-B,
                                                  IPC868ERa-xxxxxxxx-yyyyyyyy-zzz: 
                                                  12V⎓, 2A; POE 48V⎓, 0.5A
                                                  IPC815SR-DVPF14, IPC814ER3-DVZ,
                                                  IPC815SB-ADF14K-I0,
                                                  IPC815SB-xxxxxxxx-yyyyyyyy-zzz,
                                                  IPC814SRa-xxxxxxxx-yyyyyyyy-zzz,
                                                  IPC815SR-xxxxxxxxyyyyyyyy-zzz:
                                                  12V⎓,1A; POE 48V⎓, 0.25A 
Protection class:                        III

Tested 
according to:

EN 62368-1:2014/A11:2017
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




